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Due to the continuing technological evolution of our products, we reserve the right to change technical specifi cations at any time 
and without prior notice.
The products shown are only examples of the types of applications. 
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HKEQ 261~701 X

MONOSPLIT PERFORMANCE LINE DC INVERTER

Available in 4 different power levels: 2.�0~7.00 kW.

SEER 5.2 and SCOP 3.8 (3.50 kW model).

Models conforming to the Ecodesign Directive.

DC-Inverter power control.

Intelligent control of the internal fan during thermostatic 
pauses.

Defrosting operated from pc.

Thermostat operated from pc.

Timer ON or Timer OFF.

Autorestart in event of blackout.

“SLEEP” Function (energy saving).

LED Display
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HKEQ X

dry

MONOSPLIT PERFORMANCE LINE DC INVERTER
WALL

1 Commission Delegated Regulation (EU) No 626/2011 with regard to energy labelling of air conditioners.
2 Commission Delegated Regulation (EU) No 206/2012. Value measured according to EN14825.
3 Refrigerant leakage contributes to climate change. Refrigerant with lower global warming potential (GWP) would contribute less to global warming than a refrigerant with higher GWP, if leaked to the 
atmosphere.This appliance contains a refrigerant fluid with a GWP equal to 1975. This means that if 1 kg of this refrigerant fluid would be leaked to the atmosphere, the impact on global warming would be 1975 
times higher than 1 kg of CO2, over a period of 100 years. Never try to interfere with the refrigerant circuit yourself or disassemble the product yourself and always ask a professional.

Model HKEQ 2�1 X HKEQ 351 X HKEQ 521 X HKEQ 701 X
HCNQ 2�1 X HCNQ 351 X HCNQ 521 X HCNQ 701 X

Type Heat pump
Controller IR Wireless
Capacity (T=+35° C) Cooling W 2600 (1000~3100) 3500 (1050~3700) 5200 (1800~5700) 7000 (2500~7500)
Power Input (T=+35° C) Cooling W 760 (290~1100) 1060 (290~1330) 1680 (500~2100) 2100 (650~2400)
Annual Consumption Cooling kWh/a 176 235 355 480
Energy efficiency class seasonal Cooling 626/20111 A A A A
Energy efficiency seasonal index Cooling SEER2 5,1 5,2 5,1 5,1 
Design load (Pdesignc) Cooling kW 2,6 3,5 5,2 7,0
Capacity (T=+7° C) Heating W 2600 (1000~3800) 3500 (1050~4500) 5200 (1800~5700) 7000 (2500~8200)
Power Input (T=+7° C) Heating W 680 (290~1400) 1010 (290~1700) 1650 (500~2350) 2060 (650~2700)
Annual Consumption Heating kWh/a 957 1289 1908 2578
Energy efficiency class  
(average season) Heating 626/20111 A A A A

Energy efficiency seasonal index 
(average season) Heating SCOP2 3,8 3,8 3,8 3,8 

Design load (Pdesignh) @-10° C Heating kW 2,6 3,5 5,2 7,0
Temperature range Cooling °C 0° C (at indoor temperature over 16° C)
T° operational limit (Tol) Heating ° C -15° C
Removed wet Lt/h 0,8 1,0 1,5 2,0 
Noise level - I.U. Hi-Mi-Lo dB(A) 38-34-26 38-34-26 46-38-32 52-36-34
Sound power level - I.U. Hi-Mi-Lo dB(A) 50 50 58 64
Noise level - O.U. Hi-Mi-Lo dB(A) 48-44-42 50-46-44 52-50-48 56-50-48
Sound power level - O.U. Hi-Mi-Lo dB(A) 60 62 64 68
Electrical data
Power supply 220-240V~/50Hz/1P to I.U. 220-240/50Hz/1P to O.U.
Power cable V 165~265 165~265 165~265 165~265
Power cable Type 3+T x 1,5 mm2 3+T x 2,5 mm2

Current consumption Cooling A 3,5 (1,3~5,0) 4,9 (1,3~6,1) 7,7 (2,3~9,6) 9,6 (3,0~11,0)
Current consumption Heating A 3,1 (1,3~6,4) 4,6 (1,3~7,8) 7,6 (2,3~10,8) 9,4 (3,0~12,4)
Refrigerant circuit
Refrigerant (GWP)3 R410A (1975) R410A (1975) R410A (1975) R410A (1975)
Refrigerant Charge kg 0,75 0,95 1,60 2,7
Max splitting distance m 15
Max splitting I.U. /O.U. m 5/5
MAX Splitting with Refrigerant Precharge m 5
Additional Refrigerant Charge gr/m 20 30

Compressor
Type Rotary
Model DA89M1C-81EZ8 DA108M1C-81EZ8 DA130S1C-20FZ DA150S1C-20FZ
Frequency range 20~120 20~120 20~120 20~120

Fan
Max indoor air flow m3/h 650 650 1050 1450
Power Input W 18 18 35 50
Max outdoor air flow m3/h 1900 1750 2400 3200
Power Input W 30 30 68 105
Connections
Cable connection between I.U. and O.U. Type 3+T x 1,5 mm2 3+T x 2,5 mm2 3+T x 1,5 mm2

Refrigerant piping Gas mm/inch. ø9,52(3/8") ø12,70(1/2") ø12,70(1/2") ø15,88(5/8")
Liquid mm/inch. ø6,35(1/4") ø6,35(1/4") ø6,35(1/4") ø9,52(3/8")

Specifications
Dimension I.U. mm 799 x 280 x 183 799 x 280 x 183 1033 x 313 x 202 1240 x 325 x 250
(W x H x D) O.U. mm 700 x 551 x 256 700 x 551 x 256 820 x 605 x 300 900 x 805 x 360

Net I.U. kg 10 10 14 20
O.U. kg 24 26 42 56



HKEQ 261 X HKEQ 351 X HKEQ 521 X HKEQ 701 X

HCNQ 261 X HCNQ 351 X HCNQ 521 X HCNQ 701 X

Номинальная мощность (T=+35°C) охлаждение Вт 2600 (1000～3100) 3500 (1050～3700) 5200 (1800-5700) 7000 (2500-7500)

Номинальная потребляемая 

мощность(T=+35°C)
охлаждение

Вт
760 (290～1100) 1060 (290～1330) 1680 (500-2100) 2100 (650~2400)

Годовое потребление энергии охлаждение кВт / ч 176 235 355 480

Класс A энергетической  сезонной 

эффективности 
охлаждение 626/2011 A A A A

Сезонный Индекс энергоэффективности охлаждение SEER 5,1 5,2 5,1 5,1 

Класс  A  номинальный энергетической 

эффективности 
охлаждение 31/2002 A A B A

Коэффициент эффективности 

энергопотребления
охлаждение EER 3,42 3,30 3,09 3,33 

номинальная мощность(T=+7°C) обогрев Вт 2600 (1000～3800) 3500 (1050～4500) 5200 (1800-5700) 7000 (2500-8200)

Номинальная потребляемая мощность 

(T=+7°C)
обогрев

Вт 680 (290～1400) 1010 (290～1700) 1650 (500-2350) 2060 (650~2700)

Годовое потребление энергии обогрев кВт / ч 957 1289 1908 2578

Класс энергетической эффективности  

(средний сезонный) обогрев
626/2011 A A A A

Сезонный Индекс энергетической 

эффективности (средний сезонный) обогрев
SCOP 3,8 3,8 3,8 3,8 

Класс A номинальнoй  энергетической 

эффективности обогрев
31/2002 A B D C

Коэффициент энергии номинальной 

эффективности обогрев
COP 3,82 3,46 3,15 3,40 

Рабочий диапазон охлаждение °C

Рабочий диапазон обогрев °C

Лт / ч 0,8 1,0 1,5 2,0 

Уровень звукового давления  внут.бл. низ-ср-выс дБ (А) 38-34-26 38-34-26 46-38-32 52-36-34

Уровень звукового давления нар. бл. низ-ср-выс дБ (А) 48-44-42 50-46-44 52-50-48 56-50-48

220-240/50Hz/1P 

наружный блок

 вольт 165~265 165~265 165~265 165~265

Ток потребления охлаждение A 3.5 (1.3～5.0) 4.9 (1.3～6.1) 7.7 (2.3~9.6) 9.6 (3.0~11.0)

Ток потребления обогрев A 3.1 (1.3～6.4) 4.6 (1.3～7.8) 7.6 (2.3~10.8) 9.4 (3.0~12.4)

R410A (1975) R410A (1975) R410A (1975) R410A (1975)

Кг 0.75kg 0.95kg 1.60kg 2.7kg

м

м

м

гр/m

DA89M1C-81EZ8 DA108M1C-81EZ8 DA130S1C-20FZ DA150S1C-20FZ

20~120 20~120 20~120 20~120

м 3
/ ч 650 650 1050 1450

Вт 18 18 35 50

м 3
/ ч 1900 1750 2400 3200

Вт 30 30 68 105

Соединительные кабели 4 x 1,5 мм2 4  x 1,5 мм2

газ дюймов 3/8” 1/2” 1/2'' 5/8''

жидкость дюймов 1/4“ 1/4“ 1/4'' 3/8''

Размеры внут.бл. мм 799*280*183 799*280*183 1033*313*202 1240*325*250

Ш х В х Г нар. бл. мм 700*551*256 700*551*256 820*605*300 900*805*360

внут.бл. Кг. 10 10 14 20

нар.бл. Кг. 24 26 42 56

частотный диапазон

Конденсация влаги

Электрические данные

электропитание 220-240V~/50Hz/1P  Внутренний блок

Ограничения  напряжение

Холодильный контур

Хладагент

Максимальная длина трубопровода

дополнительная заправка  хладагента

Максимальный перепад высот между внутр/нар  блоком

Максимальное расстояние между внутр /нар  блоком 

без предвалительной заправки  хладагента

ротационный

Заправка хладагента
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компрессор

Модель

Тип Тепловой насос

Тип управления дистанционное управление

вес нетто

тип

Диаметр  трубопроводов 

Характеристики

4 x 2,5 мм2

Подключение

Вентиляторы

Максимальный воздушный поток  внутреннего блока

Максимальный воздушный поток наружного блока

Потребляемая мощность

Потребляемая мощность

тип

тип

-15°C

0°C 
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